
ORDER DESCRIPTION

1. Object of the contract

The subject of the contract is a thermoelectric cooler in the amount of

No Product name Qty
1 High optical table 1 pc.
2 Low optical table 1 pc.
3 Locking Ball with flat mounting surface 2 pcs.
4 Locking Ball with threated mounting surface 2 pcs.
5 Axial ball joint 4 pcs.
6 Translation Stage 1 pc.
7 Cap Screw 25 pcs.
8 Dovetail Optical Rail 2 pcs.
9 Cage Plate for Dovetail Rails 1 pc. 

2. Parameters 

2.1. Detailed scope of the subject

Product name Parameter Specyfication
High optical table • Length

• Width
• Thickness
• Grid-based openings grid
• Thread in holes

• 600 mm
• 300 mm
• 55 mm
• 25 mm
• M6 x 1,0 mm

Low optical table • Length
• Width
• Thickness
• Grid-based openings grid
• Thread in holes double 

density taps

• 600 mm
• 300 mm
• 55 mm
• 25 mm
• M6 x 1,0 mm

Locking Ball with flat mounting 
surface

• Diameter
• Length
• Postument high
• Blocking threads

- spacing
- number: 3

• Base mounting thread
• Replaceable fixing screw

- mounting  thread
• Number of head 

positioning holes

• 16,3 mm
• 27,6 mm
• 15,8 mm
• HEX 2,0 mm

120°

• M4x0,7
• M3x0,5

HEX 1,3 mm
• 3



- spacing 
• The height of the axis of 

the head positioned

120°
• 12,2 mm

Locking Ball with threated 
mounting surface

• Deflection angle
• Maximum load
• High
• Diameter mounting hole

- spacing
• Both sides mounting  

- spacing
• Both sides mounting holes 

- spacing

• 30°
• 7500 N
• 40 mm
• 30 mm

• 3xM5
120°

• 3xM5
120°

Axial ball joint • Threaded hole on both 
sides 

• Thread depth 
• Joint arm
• Distance of the pivot point 

of the joint from the edge 
of the base 
- tolerance

• Tightening torque 
• Material

• M6
• 8 mm
• 20 mm
• 25 mm

+1.0/-0.3 mm
• 15 Nm
• galvanized steel

Translation Stage • Width of table
• Table length
• Thickness
• Translation range
• Position locking screw
• Translation range per 

revolution
Top surface
• Threaded holes 

- number: 7
• Adjustment holes 

- number: 2
• Holes for mounting screws

- number: 2
Lower surface
• Threaded holes 

- number: 7
• Threaded holes 

- number: 4
• Justification holes 

- number: 2
• Holes for mounting screws

- number: 2

• 610 mm
• 610 mm
• 20,6 mm
• 12,7 mm
• HEX 1,5 mm
• 0,64 mm

• M6x1,0

• 3,2 mm

• M6

• M6x1,0

• M4x0,7

• 3,2 mm

• 6,35 mm

Cap Screw • Threat
• Length
• Socket

• M6x1.0
• 10 mm
• HEX 5 mm

Dovetail Optical Rail • Length
• High

• 600 mm
• 9,5 mm



• Width (max)
• Mountingh holes

-interval
-number: 19

• Laser engraved 
graduations

• Material 

• 19,1 mm
• M6

25 mm

• Aluminium

Cage Plate for Dovetail Rails • Length
• Width
• Thickness
• Symmetrical spacing of 4 

holes 6
• Clamp locking screw

• 55,8
• 4,6
• 8,9
• 30 mm

• HEX 2 mm


